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MODEL NO. 250-201W 
 
INSTALLED IN SECONDS 
CAN BE EASILY REMOVED FROM WALL TO EMPTY OR SIMPLY REMOVE LINER. ONE UNIT SERVES TWO 
PURPOSES: 
 

 Single unit is wall mounted with screws. 
 For floor type unit, two single units are attached to each other and placed on floor, serving two stalls. 
 COMPLETELY WASHABLE – White PPC, Polypropylene Copolymer material WILL NEVER RUST. 
 DURABLE, NO SHARP EDGES – GUARANTEED FOR ONE YEAR EXCEPT FOR VANDALISM. 
 SHIPPED WITH: Mounting bracket, sample Scensibles® SecureFit360® Poly liner. 
 Deodorant block can be placed in bottom of unit. 
 The 250-201W receptacle uses Scensibles® Poly Liners: LBSF500HD, LBM500HD; 
    or Waxed Paper Liner: KL; Liners packed 500/case 
 Parts Available:  Mounting Bracket, item 250-201W-BRACKET. 
   Contact your local representative or call 800-942-9199 to order. 
 
UNIT DIMENSIONS: 8.75” x 4.875” x 10.5” 
WEIGHT: 1 lb. 
PACKAGING: 12 individually boxed receptacles to master carton (can be shipped in lots of less than 12)

Hospeco Brands Group   •   26301 Curtiss-Wright Pkwy, Suite 200   •   Cleveland, OH 44143   •   800-942-9199

CONVERTIBLE SANITARY NAPKIN RECEPTACLES
MOUNTING INSTRUCTIONS  |  ITEM: 250-201W



CONTACT YOUR LOCAL REPRESENTATIVE OR CALL 800-942-9199 TO ORDER TODAY!

ITEM# LBSF500HD
Universal liner for use on all makes and models of surface or wall mount 
plastic, metal, and stainless steel receptacles, including: Hospeco Brands 
Group (EVNT-CWR, CDSS, CDWM, ND-1E, ND-1W, 250-201W), Bobrick, Bradley, 
ASI and Impact
Size: 12.5" x 23" with 7.5” strap
Case Pack: 500/case

¢  STEP 1
 
Insert the body of the bag 
into the receptacle with 
strap hanging in front.

¢  STEP 3
 
Pull gently on hanging strap 
to fit around bottom of 
receptacle. Open lid to adjust 
bag as needed to ensure 
proper fit.

¢  STEP 4
 
To remove, pull up on strap 
around the bottom to 
discard contents.

Scensibles® SecureFit360® High Density Poly Liner Bags

INSTALLATION INSTRUCTIONS FOR SAMPLE LINER

¢  STEP 2
 
Open bag slightly, then fold 
back over front and sides of 
receptacle. Close lid.

View an Instructional 
Video at: 

Made with a strap that wraps around bottom of receptacle to 
secure in place and contain waste for safe removal.


